) NN Initial backfill
( Lightly Compacted )
S Maintain Trench width
§ S to 7127 above top
~| of Pipe
SR
2|
218 N
3| SIS
Q = S
==
S S
Pipe Inv. 1L
#67 Stone Embedment Material—] W= 2"—6" 20%
In Rock or Wet Soil Only =

[YPICAL SEWER TRENCH
8" D.I._PIPE

CUTIS 20 FT. & LESS

—
=

R

N

AN Initial backfill
Compacted To 0%

Standard Froctor

Maintgin Trench width
to 127 above top

Cuts 25 Ft. To 32 Fi
PRESSURE CLASS 350

of Pipe

x

< S

3 8

X =

Pipe Inv. _/i/;;:v:f e :

#67 Stone Embedment Material W= 2"-6"_ *\ﬁ o

[YPICAL SEWER TRENCH
8" D.I. PIPE

CUIS 20 FT. 7O 32 F 1.

NOTE:

1) DEPTHS OF CUT OR PIPE SIZES GREATER THAN THOSE SHOWN ON THE TRENCH DETAILS REQUIRE
SPECIAL DESIGN AND SUBMITTAL OF DESIGN DATA BY THE ENGINEER.

2) ABOVE TRENCH DETAILS ARE FOR TRENCH INSTALLATIONS ONLY. SEWERS INSTALLED IN POSITIVE
OR NEGATIVE PROJECTING LAYING CONDITIONS REQUIRE SPECIAL DESIGN AND SUBMITTAL OF
DESIGN DATA BY THE ENGINEER.

3) ALL DUCTILE IRON PIPE AND FITTINGS STANDARD DRETAIL

FOR SEWER SHALL BE COATED WITH

gSFc{)FT/Eggg 401 ON THE INTERIOR CITY OF CAYCE

DUCTILE IRON GRAVITY SEWER
IRENCH DETAIL

APPROVED: # DCAYCE-25
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